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We combine functionality with protection. Our 
garage doors do more than just exude a sense 
of security. We go a step further and develop 
integrated safety concepts - always staying one 
step ahead of requirements. For us, a solution-
oriented approach means providing tailored 
service to our customers. In line with your wishes 
and needs, we offer continuous development of 
our products.

Discover the optimizations to our CarTeck garage 
sectional door and benefit from many advantages 
of a significantly more efficient installation. Thanks 
to the implemented improvements, we achieve 
savings in installation time and reduce the 
complexity of the installation.

All changes are backward compatible. In the event of a replacement, the new or 
optimized component can be used in place of the previously used component.



Well thought out down to the last detail –

reliable in daily use.
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BETTER
IDEAS, 

ALWAYS.



Why do we constantly optimise our product? 
Because we always want to offer you and your customers the best 
solution. In recent months, many improvements to the sectional door have 
been successfully implemented and have received very positive feedback.

These optimisations have already resulted in a 15 per cent (25-minute) 
reduction in installation time!

What‘s next…
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• The springs and cables are pre-assembled at the factory

• The spring channel is greased

• The cables are routed out of the spring channel in such a way as to prevent them from twisting

• The cover is fitted, and the spring channel clips are attached and secured

• Introduction of a new basic pre-assembly kit (contains all parts required for fitting the frames, 
running rails and suspension system)

• For sectional installation, we will use one left-hand and one right-hand kit (as viewed from the inside). 
These include: floor bracket, side straps, top roller with the necessary screws
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Reinforced roller holders

• Reinforced roller holders are fitted as standard at no extra cost, thus offering industrial-grade 
quality and robustness for domestic use

• The 6 mm screws are pre-fitted to the bottom bracket and the side hinges

• The number of packaging units for the sectional door has been reduced from three to two

• Further optimisations will follow

A new cross-rail connection ensures greater assembly reliability

• The connection is also used to secure the cross-rail suspension at the sides 
(using a self-tapping screw instead of a chamber)

• It can be fitted in two positions – meaning that no additional costs are incurred, as there is 
no need to fit the cross-rail lower down, nor is there any need for additional bracing of the 
suspension or for cutting the cross-rail to size

Instructions for fitting a T30 Torx screw:

• Fewer tools are required

• It is easier to assemble and to access the screws from the inside

• Just one screw for plastic bends, run bends, hammer-head brackets, cross-rails and suspensions!

• New suspension brackets with matching adjustable suspension clamps are in the pipeline. 
They make assembly easier, are more user-friendly and more robust  



What makes our garage sectional door special?
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A unique spring balancing system achieved 
by using 4, 6, or 8 identical springs, even for 
larger double-car garage doors. The springs are 
arranged in an enclosed spring channel above 
the horizontal tracks, saving space by being 
mounted beneath the ceiling.

When a light barrier is used, it is mounted 
concealed within the frame and is detected and 
deactivated by the operator just before the door 
enters the light beam. This means it is installed 
directly in the area of the main closing edge, does 
not protrude inward, poses no risk of injury due to its 
positioning, and provides maximum protection for 
people and property.

A specialized installation aid that not only 
allows you to lift the horizontal tracks and 
the crossbar up to the ceiling and secure 
them in place, but also makes the initial 
opening - even without spring assistance –
very easy to perform, even during a one-
person installation.

With the one-person assembly method, an 
additional assembly aid ensures that the 
sections are fitted together more securely

Door seal pre-installed in mounting profile 
with side fastening

Reinforced roller brackets across the board, 
meaning industrial-grade quality for 
residential applications as well

A tight seal between the sections and the 
vertical frames is ensured by special, extra-
long sealing lips.

Requires minimal space, even for wide doors 
on double garages with minimal lintel 
requirements, and for electric doors with 
maximum clearance heights.

Door system with maximum pre-assembly, 
featuring factory-installed springs and cables, 
starting in approximately the third quarter of 
2026; starting in approximately the fourth 
quarter, roller brackets with pre-installed screws. 

Standard threshold cover, 115 mm high, 
with a wide selection of colors and embossing 
patterns for the sections.

A specially designed floor seal that can 
compensate for extreme tolerances at the floor level 
and, when installed in a closed area, provides an 
excellent seal against the vertical frame gasket; an 
additional floor seal, specifically designed for the 
Reno area, is also available.
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Product updates & improvements
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Optimization of the geometry
of End Caps

The geometry of the end caps has 
been optimized (fit accuracy, need for 
rework). The angle of the end caps is 
now < 90°, ensuring a more precise fit 
to the panel and preventing the end 
cap from rubbing against the seal. 
Advantage: Reduced installation 
time due to minimized rework

Standard “Zero” Bottom 
Profile (Steel)

The standard steel zero bottom profile 
has been optimized in its geometry and 
now features a clean-cut edge, ensuring 
a more precise fit and preventing rework 
on-site. Advantage: Reduced installation 
time due to minimized rework

Cover Panel Screws (120 mm 
Lintel) pre-assembled

The cover panel screws for the 
120mm lintel version are now 
pre-assembled at the factory, 
reducing installation effort on-
site. Advantage: Reduced 
installation time due to factory
pre-assembly

Spacers Under the Frame Base
Body Pre-Installed
The spacer under the frame base body 
(“crow’s foot”) is now pre-assembled at 
the factory, minimizing the effort 
required on-site to ensure proper 
spacing between the floor and the 
frame base section. Advantage: 
Simplified installation and reduced 
installation time due to preassembly

Watch Video Watch Video Watch Video Watch Video

https://app.slidepresenter.com/presentations/8cbb4657-f156-4600-bc74-4d581a9dcd16
https://app.slidepresenter.com/presentations/13e557f5-abb0-4212-a4ed-5b8b51bcda57
https://app.slidepresenter.com/presentations/30edea93-24fc-4531-9053-b3f63e4bc552
https://app.slidepresenter.com/presentations/b2367011-ac2c-4efa-ac52-26de44ce1003


Product updates & improvements
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Geometry of the Two Lateral 
Wall Struts (U-Rail)

The geometry of the two lateral wall 
bracings has been optimized, allowing 
easier movement of U- and C-rails. 
Additionally, the U-rail is now factory-
inserted into the rear cross bar 
(C-rail), saving installation time on-
site. Advantage: Reduced
installation time through pre-
assembly

Crossbar GSW XL

To improve stability in the rear 
horizontal frame area, a crossbar 
has been added to the horizontal 
running rail. This design simplifies 
installation by defining the correct 
width dimension, ensuring that the 
horizontal frame packages are less 
likely to twist. Advantage: 
Simplified installation

Crossbar for fixing as 
anassembly aid

A screw is factory-installed 
through the frame seal above the 
frame base. The crossbar can be 
hung into this screw to fix the 
width dimension, significantly 
simplifying the vertical alignment 
of the frame and reducing
installation time. Advantage: 
Reduced installation time and 
simplified assembly

Preventing Cable Misalignment
when using quadruple springs

When using quadruple spring 
systems, an additional factory-
installed component prevents the 
rotation of pulleys and spring
assemblies, which could otherwise 
cause unwanted operating noise

Watch Video Watch Video Watch Video Watch Video

https://app.slidepresenter.com/presentations/df082d54-9c9d-4b02-afe4-789280a6e232
https://app.slidepresenter.com/presentations/b448081b-bfc2-4d7c-8020-678620108ab8
https://app.slidepresenter.com/presentations/8afcd1fa-ff9b-4822-9704-f6959868460b
https://app.slidepresenter.com/presentations/91913c34-ea90-4e75-997f-0493300807d6


Product updates & improvements
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Drill screw instead of clamp for 
fixing the crossbar

Previously, clamps were used to 
secure the crossbar, which were 
fastened to the crossbar with a screw. 
To reduce the effort required to thread 
the screws, a self-tapping screw is 
now supplied, which is used to secure 
the crossbar. Advantage: Reduced 
installation time and simplified 
assembly

Elimination of the nose on the 
plastic radius

The elimination of the nose on the 
plastic radius makes threading the 
ropes much easier. This ensures 
that the ropes are guided correctly 
even after the component has been
modified. Advantage: Reduced 
installation time and simplified 
assembly

Second wicket door hinge in 
the wicket door top section

In the wicket door top section, 
the number of straps will be 
increased to 2 from 1 January 
2026, if possible. This adjustment 
will improve stability and prevent 
the top wicket door strap from 
being overstretched and 
breaking. Advantage:
Improvement in stability

New bottom sealing

In addition to the floor seal that has 
been used as standard up to now, a 
new seal will be available from 1 
March 2026. The optimised height 
and width have significantly
improved the seal‘s water and light
tightness. In addition, its flexible 
shape ideally compensates for 
uneven floors. 
Please note: The existing seal will remain the 
standard seal for the system. The new seal must 
be actively selected, e.g. in TEO.

Watch Video Watch Video Watch Video Watch Video

https://app.slidepresenter.com/presentations/1b2668ff-5eb3-4ead-b94b-11e2e470318f
https://app.slidepresenter.com/presentations/02bf8d9b-a986-408c-9198-6d8dd946ac54
https://app.slidepresenter.com/presentations/bc7e49cf-7160-4277-bbe7-9c99efc302e7
https://app.slidepresenter.com/presentations/971a2b9c-8ebd-46ff-8a15-8f4c69d1ebf2
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Panel optimisations (Part 1)

By making changes to our panel 
system, we have been able to reduce 
the slight sloping of the panel tip that 
was evident, particularly on panels 
with a smooth surface. Advantage: 
Improved quality, simplified
installation

Panel optimisations (Part 2)

In addition, the slight protrusion of 
the cover plate was reduced, which 
had caused a rubbing noise when 
opening the doors and challenges 
when inserting the red spacers 
during assembly. Advantage: 
Quality improvement, 
simplification of assembly

Punching Lintel cover

For frames with a 120 mm lintel, 
the punchings for connecting the 
240 mm cover strip and thus the 
black or white cover caps will no 
longer be required in future. For 
frames with a 240 mm lintel, the 
punchings for the 120 mm cover 
strip will no longer be required. 
We are also adding two punchings 
so that the cover strip can be 
connected flexibly even with a 240 
mm lintel. Advantage: Quality 
improvement

Watch VideoWatch VideoWatch Video

Change to the arrangement of the 
PZ perforations in the crossbar

The pilot hole in the crossbar, through 
which the crossbar is fitted, has been 
drilled at a steeper angle. In addition, the 
hole has been slightly enlarged to 
ensure that the crossbar fits smoothly 
onto the self-tapping screws in the 
vertical frame seal. Advantage: 
installation time reduced by 3 
minutes

Watch Video

https://app.omnora.com/presentations/a6f4b497-0d1c-406e-930d-c95fedea2c1a
https://app.slidepresenter.com/presentations/882297e5-2e94-4b6d-960c-ad026ca2107c
https://app.slidepresenter.com/presentations/f2fc1830-61d6-4e81-90ca-d70ea7c20e2b
https://app.omnora.com/presentations/c62ea44a-c27a-4bd5-ae74-6d7374287b79?updated=true
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Opening aid for first-time 
opening

To make the initial opening easier 
without applying spring tension, we 
offer an opening aid. This opening 
aid can be used both to open the 
door for the first time and to 
position the horizontal guide rails 
and crossbar level against the 
ceiling. The opening aid can be 
used with doors featuring both 120 
mm and 240 mm lintels. 
Advantage: Simplified 
installation

Reinforced roller brackets

To ensure the stability and 
durability of the gate during 
installation, we will be fitting our 
reinforced roller brackets as 
standard for orders placed on or 
after 1 September 2026. The 
screws used to secure the roller 
brackets are pre-fitted at the 
factory, thereby eliminating the 
need for further assembly work. 
The GS roller bracket can be 
selected on request, provided the 
gate size allows for it. 
Advantage: reduced install-
ation time of 5 minutes, 
optimised quality.

Pre-assembled springs and cables ex works –
including changes to the pre-packaged assembly

From the order date of 1 September 2026,
the springs and cables will be pre-assembled
at the factory. The channel is greased, the spring 
sliders, springs and cables are in place, and the 
cables emerge from the channel in a twist-proof 
configuration and are held in place by a plastic 
transport guard. This can be easily removed after 
installation. The cover and the spring channel 
brackets are also fitted. During the transition period, 
depending on the order date, doors may still be 
supplied in accordance with the previous standard. 
Advantage: Reduction in install-ation time of 20 to 
30 minutes; increased safety. Installation steps 
3.11/1 to 3.13/2 and 3.15.1/1 to 3.15.2/2 are no 
longer required, as these are carried out entirely 
at the factory.

Watch Video Watch Video Watch Video

https://app.omnora.com/presentations/68521975-2a7d-40c7-aa9d-ce8a7b3ef1ec
https://teckentrupdoorsolutions365.sharepoint.com/:u:/r/sites/GaragentorderZukunft2/Freigegebene%20Dokumente/01_Das%20Produkt/Kommunikation/Videos%20zur%20%C3%9Cbersetzung/Juli/verst%C3%A4rkte%20Rollenhalter%20EN.url?d=w47af9b9f14a74faf8fe80ea26524fbc6&cs
https://app.slidepresenter.com/presentations/a5b817a4-0e10-495a-9331-6f6cd9619336


TEO
TECKENTRUP.
EASY.
ONLINE.
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https://teo.teckentrup.biz/

https://teo.teckentrup.biz/


Teckentrup GmbH & Co.KG

ALWAYS THE BEST SOLUTION. YOUR SOLUTION.

Industriestraße 50
33415 Verl

garagensektionaltor@teckentrup.biz

+49 (0) 5246-504 0

www.teckentrup.biz/garagentor
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