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Outside door with fire-protection:

„Teckentrup 62“ now applicable throughout Europe
Made in Germany for Europe: 
Door with CE-label
The CE-labelling and thus Europe-wide valid approval for the fire-protective barrier „Teckentrup 62“ makes fire protection easier: The EI2-30-C5-Sa-Tür manufactured by the door specialist from Verl is universally applicable – due to the European standards – particularly as an outside door. As a result of thereby higher production numbers the standard version can be offered at attractive rates. With this Teckentrup reacts very early to the transformation process leading to the European norm (EN 16034). In November 2019 the currently valid coexistence phase will run out; then national approvals will lose their validity. 
The „Teckentrup 62“ complies as a fire protection barrier with the specifications of the EN 16034 and the EN 14351-1 and carries, as of now, a CE-label that confirms the building element’s norm conformity. This simplifies the selection process: the door can be used in the field of fire protection throughout Europe. Those involved in the building sector no longer have to bother about national approvals.   
Also with the CE-label the door can keep its huge variability: it is available with many additional functions. Smoke protection, sound insulation, burglary resistance, versatile frame options, surface designs, glazing – it can be tailored to almost any building or planning specification, also in regards to the size. Teckentrup offers, as so far the only manufacturer, this door with a size up to 3000 x 4000 mm. Furthermore, it can be equipped with a fire-protective outside glass (F30).
Key data „Teckentrup 62“ EI2-30-door with CE-label
Building physical data
Fire protection: 
EI2 30 (30 minutes) 

Burglary resistance: 
RC2 - RC4

Sound insulation: 
35 - 44dB

Smoke protection: 
smoke-tight (SaS200)
Driving rain: 
up to class 6A

Heat insulation: 
1,3 - 1,5 W/m²K
Wind load: 
C1 - C5

Air permeability:
class 1 - 4 
Features
· available with fire-protective outside glass (exclusively by Teckentrup)
· flush door leaf (without hinge stamping)
· thin rebate
· optional with upper casing, stainless steel
· for exposed masonry installation as standard
· standard version: galvanised and primed, grey-white similar to RAL 9002
· ability to release in the event of panic: EN179/1125

Modular dimensions 

1-lf.
width: 500 - 1500 mm

height: 500 - 4000 mm*

2-lf.:

width: 1375 - 3000 mm
height: 1750 - 4000 mm*

with upper casing: height up to 4250 mm

*as of 2500mm with sealed inlay
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The fire protection door „Teckentrup 62“ is due to its CE-label applicable as a fire-protective door all over Europe. It is available in many variants – for example, as a two-leaf door with retractable bottom seal. 
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